
Steel frame with checkered 
front and rear strap

Competition 
hammer

Enlarged manual safety 

Adjustable magazine 
release button

Fluted barrel

Fiber optic
front sight 

Fully adjustable Optics 
Ready rear sight

X

Durable surface 
treatment

Curved trigger with 
overtravel adjustment

Waves grip pattern

Barrel Ring
System

Exchangeable sideplate



Magazine
capacity:

System:

208 mm | 8.2 in 

181 mm | 7.1 in 

40 mm | 1.6 in 

26 mm | 1 in 

143 mm | 5.6 in 

164 mm | 6.5 in 

114 mm | 4.5 in

Caliber:

G 

F 

B
A

E

D
C

9x19 / 9x21

17 rounds 

SA / DA

X
SPECIFICATION

A  Overall length 

B  Slide length 

C  Overall width 

D  Slide width 

E   Overall height 

F   Sight line

G  Barrel length

instagram.com/kmr_arms

facebook.com/kmrarms www.kmrarms.com

sales@kmrarms.com

Weight:
without magazine

1110 g | 39.1 oz 

Weight:
with empty magazine

1200 g | 42.3 oz 

Trigger pull:

17.5 N / 45 N

Springs:
main spring / recoil spring

17 lbs / 12 lbs

Packaging Content:
magazine 3pcs, cleaning kit, KMR oil, barrel mounting tool, main spring 14 lbs, recoil springs 11 lbs, 13 lbs, buffer set, 
hex keys, threadlocker, warranty card, owner's manual

Disclaimer: Technical Data are rounded and do not reflect tolerances – they may be altered without notice! Subject to technical changes.
Weight may vary depending on product configuration and accessories used.




